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About this User Manual:

This manual provides information on the operation of ION BREEZE batteries. It includes details regarding
handling, installation, and supervision.

The manual does not contain detailed information about systems dependent on the battery system, such as
hybrid photovoltaic installations.

The contents of this manual are subject to change or update as the product evolves. Information contained
herein may be updated without prior notice.

The most recent version of this manual is available at: https://breeze-energies.com/

1. SAFETY PRECAUTIONS

e The instructions provided in this user manual must be followed. Keep a copy of the manual near the

battery for future reference.

e The Safety Data Sheet (SDS) can be downloaded from the “Safety Data Sheet” section available on the
manufacturer’s website..

e Only adults who have read this manual and hold the required qualifications in their jurisdiction are
authorized to perform work related to lithium batteries.

1.1 GENERAL WARNINGS

e If the battery is stored for an extended period, it must be recharged every 6 months to at least 50%
SOC.

e When working with a lithium battery, always wear protective goggles and clothing.

e If any material from the battery—such as electrolyte or powder—comes into contact with skin or eyes,
rinse immediately with plenty of clean water. Then seek medical advice. If the liquid spills on clothing,
rinse it thoroughly with water.

e Risk of explosion and fire. In case of fire, use a Class D or CO, fire extinguisher.

e The battery terminals are live during normal operation; therefore, do not place metal objects or tools
on top of the battery.

e Use only insulated tools.

e Do not wear any metal objects such as watches or bracelets on your hands or wrists.

e Avoid short circuits, deep discharges, and excessive charge or discharge currents.

¢ Do not open the battery housing or dismantle any of its components. If the battery casing is damaged,
do not touch any exposed electronic parts or cells.

e Lithium batteries are heavy. To prevent muscle strain or back injury, use lifting equipment and proper
handling techniques when installing or removing the batteries.

e Ensure proper and safe installation, and always use appropriate transport equipment.

e Handle the battery with care, as lithium batteries are sensitive to mechanical impact.

e Do not use a damaged battery.

e Water can cause severe damage to the battery. If the battery is exposed to water or moisture, remove
it from service immediately and contact the manufacturer for further guidance.


https://breeze-energies.com/

1.2 CHARGING AND DISCHARGING WARNINGS

e Overcharging or excessive discharging can cause severe damage to lithium cells, making further use
unsafe. Therefore, it is essential to use appropriate cell management devices. ION BREEZE batteries
are equipped with an integrated Battery Management System (BMS), which protects the cells during
normal operation.

e If alithium battery is charged after being discharged below the “discharge cut-off voltage,” or if it is
damaged or overcharged, it may emit harmful gas mixtures such as phosphates.

e The allowable temperature range for charging is 0 °C to 55 °C.

Charging the battery outside this range may result in serious damage or reduced battery lifespan.

e The allowable temperature range for discharging is =10 °C to 55 °C.

Discharging the battery outside this range may result in serious damage or reduced battery lifespan.

e The allowable temperature range for storage is —40 °C to 60 °C.

The optimal storage temperature is 5 °C to 15 °C.
Storing the battery outside this range may result in serious damage or reduced lifespan.

e The battery must be recharged within 48 hours after being fully discharged.

1.3 TRANSPORT WARNINGS

e The battery must be transported in its original or equivalent packaging and in an upright position.
If the battery is packed in a cardboard box, use soft straps to prevent damage. Ensure that none of the
packaging materials are electrically conductive.

e Cartons or crates used for transporting lithium batteries must bear an approved hazard warning label.

e Do not stand underneath the battery while it is being lifted.

e Do not lift the battery by its terminals or cables.

e The batteries are tested in accordance with the UN Manual of Tests and Criteria, Part Ill, Subsection
38.3 (ST/SG/AC.10/11/Rev.7).

e Fortransport purposes, the batteries are classified as UN3480, Class 9, Packing Group Il and must be
transported in compliance with the applicable regulations.
This means that for land and sea transport (ADR, RID, and IMDG), the batteries must be packed
according to Packing Instruction P903, and for air transport (IATA), according to Packing Instruction
P965. The original packaging meets the requirements specified in these regulations.



1.4 DISPOSAL OF LITHIUM BATTERIES

e Do not dispose of batteries in fire.

e Do not dispose of batteries with household or industrial waste.

e Batteries marked with the recycling symbol must be handed over to a specialized recycling company.
They may also be returned to the manufacturer upon prior agreement.

. ION BREEZE batteries comply with EU RoHS Directive 2011/65/EU.

RYHS

2011/65/EU




2. INTRODUCTION

2.1 DESCRIPTION

ION BREEZE BR and LC series batteries are lithium iron phosphate (LiFePO, or LFP) batteries available in
versions with a nominal voltage of 51.2 V and capacities of 30 Ah, 50 Ah, and 100 Ah. They represent
the safest among the commonly used types of lithium batteries and are preferred for demanding
applications.

2.2 FEATURES

Integrated Cell Balancing, Temperature, and Voltage Control System

The battery is equipped with a Battery Management System (BMS) that integrates cell balancing,
temperature monitoring, and voltage control. The BMS monitors each cell individually, equalizes cell
voltages, and generates alarms in cases of high or low cell voltage, or high or low cell temperature.
These alarms are displayed in the “Alarms” drop-down menu in the BREEZE BMS mobile application
once connected to the battery (or as push notifications, depending on the app version and granted
permissions). Additionally, batteries manufactured from 2024 onwards are equipped with a pre-charge
circuit for external capacitance. Each time the battery is switched on via the mobile application, the
pre-charge circuit is activated for 30 seconds.

Monitoring and Control via the BREEZE BMS Application

e  Battery monitoring is performed entirely through the BREEZE BMS mobile application.

e Real-time access to battery parameters is available, including information on cell status, voltage, and
temperature.

e |ON BREEZE lithium batteries can be connected only in parallel, allowing the creation of a battery
energy storage system for 12 V, 24V, or 48 V system voltages.

e There is no limit to the maximum number of batteries that can be connected within a single system.
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DO NOT CONNECT BATTERIES IN SERIES!

Additional Information

e  Ponad 8000 cykli tadowania i roztadowania (90%DOD, 25°C 0.5C/0.5C, 70% EOL)

e High energy density — greater capacity with lower weight and volume (three times lighter than lead-
acid batteries).

e High charge and discharge currents, enabling fast charging and discharging (up to ten times higher
charging current compared to lead-acid batteries).



3. INSTALLATION

3.1 UNPACKING AND HANDLING THE BATTERY

e Handle the battery with care during unpacking.

e Batteries are heavy. Do not lift the battery by its terminals or cables.

e The battery is equipped with one or more carrying handles for safe transport.
e Information about the battery weight is provided in Section 7 — Technical Data.
e Familiarize yourself with the battery structure before installation.

“_n

e The main terminals are marked with the “+” symbol for the positive pole and the symbol for the
negative pole, which helps ensure correct polarity during connection.
e  Exercise particular caution when working with the battery to prevent short circuits between the

terminals.

3.2 DOWNLOAD AND INSTALL THE BREEZE BMS APPLICATION

The BREEZE BMS application for Android, iOS, or macOS can be downloaded from the respective app stores.
More information about the application is available on the product webpage.
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3.3 PRELIMINARY BATTERY CHARGING BEFORE USE (OPTIONAL)

3.3.1 PURPOSE OF CHARGING THE BATTERY BEFORE USE

At the time of factory shipment, lithium batteries are charged to approximately 50% of their capacity. This is
required to ensure safe transport conditions. Charging the battery before connecting it to the system is
recommended if the batteries are received in a low state of charge (<10% SOC) or if there are significant
differences in charge levels (>A20%) or voltage differences (>A1 V) between them.

3.3.2 METHOD OF CHARGING THE BATTERIES BEFORE USE

Pre-Charging Procedure:

1. Use a dedicated charger or an inverter/charger designed for lithium batteries. Only a single battery or
a set of batteries connected in parallel may be charged as one unit.

2. Setthe charger to the charging profile described in the section “CHARGER SETTINGS.”

3. Check the battery status (ON/OFF) using the BREEZE BMS application.

4. Turn on the charger and verify that the battery is being charged.



During charging, the battery may repeatedly switch its output on and off if there is a significant
imbalance in the state of charge between cells—this will continue until cell voltages are balanced.
The battery is fully charged when the charger reaches the float (maintenance) charging stage and the
voltage difference between individual cells is less than 0.05 V.

3.4 INSTALLATION

A detailed installation guide for each battery model is available on the product page at https://breeze-
energies.com/

During installation, the following requirements must be met:

Install the battery in a dry location that prevents access by unauthorized persons.

Batteries are heavy - use appropriate lifting or transport equipment when moving the battery to its
installation site.

In vehicles, the battery must be securely and properly mounted, as it can move with great force in the
event of a road collision.

During charging and discharging, the batteries generate heat due to internal resistance losses.
Maintain at least 20 mm of clearance above the battery to allow for adequate airflow.

The detailed permissible operating conditions for the battery are provided in the technical datasheet.

3.5 CONNECTING BATTERY CABLES

3.5.

When connecting the battery terminals to the DC network or to other batteries, pay close attention
to correct battery polarity.

Be careful not to short-circuit the battery terminals.

The batteries are equipped with an integrated spring-clamp terminal connector that allows the
connection of cables with a maximum cross-section of 16 mm? per terminal, or with an SE50A connector.
The connector type depends on the selected battery model.

Always use insulated tools when connecting cables to the battery or interconnecting multiple batteries.

1 CABLE CROSS-SECTION AND FUSE RATINGS

Use copper cables with a cross-section suitable for the maximum expected current in the battery
system.

Batteries are capable of producing very high currents; therefore, all electrical connections to the battery
must be protected with a fuse.

The cables used to connect the battery must be selected to carry the maximum expected current in the
installation. Use a fuse rated appropriately for the system’s maximum expected parameters (current [A]
and voltage [V]).

When selecting the cross-section of the battery cables, refer to the continuous current-carrying capacity
tables, taking into account the cable routing method.

The maximum discharge current of the battery is specified in the “TECHNICAL DATA” table. The system
current and therefore the fuse rating must not exceed the battery’s rated current. The fuse must be
rated for the lowest applicable current value, i.e., the rated current of the cable, the battery, or the
installation, whichever is lower.


https://breeze-energies.com/
https://breeze-energies.com/

3.5.2 CONNECTING A SINGLE BATTERY

e Install the fuse on the positive (+) side of the battery.
e  Connect the battery to the DC installation.

BATTERY

pC

SYSTEM

Figure — Single Battery Connection
Example of connecting a single battery to a DC system.

The fuse is installed on the positive (+) side between
the battery and the DC system.

3.5.3 CONNECTING MULTIPLE BATTERIES IN PARALLEL

e Anunlimited number of batteries can be connected in parallel.

e Use only dedicated CONNECT BOX parallel connectors.

Ensure that the cross-sectional area of the system cable equals the sum of the cross-sectional areas of
all parallel branch cables.

e Make sure that the length of each cable between the CONNECT BOX and every battery is identical.

¢ Install the fuse on the positive (+) side of the main cable leading to the energy storage system.

e Connect the energy storage system to the DC installation.

BATTERY J { BATTERY | { BATTERY
| J

Equal length cables ‘ | r

CONNECT BOX

DC
SYSTEM

Figure — Parallel Battery Connection

Example of connecting batteries in parallel to a DC system.

The fuse is installed on the positive (+) side between
the connect box and DC system.



3.5.4 ENERGY STORAGE SYSTEMS COMPOSED OF DIFFERENT BATTERIES

3.6

In an ideal setup, the battery energy storage system should consist of identical battery packs. This is due to
differences in internal resistance between models, which can lead to uneven current distribution. Uneven
current flow may cause overcurrent protection trips and result in system shutdowns.

However, there are cases where this is not possible. For example, when expanding capacity by adding more
batteries or when replacing a single battery within an  existing battery set.
In such cases, follow the guidelines below:

¢ |s it allowed to connect a battery with a different capacity than the ones already installed in the energy
storage system? YES*

e |s it allowed to connect a battery of a different age than those in the existing system? YES**

* It is allowed to connect BREEZE batteries of different capacities. Connecting batteries from other
manufacturers may lead to unpredictable situations and is performed at the installer’'s own risk.
When connecting batteries of different series in parallel, it may be necessary to adjust the current limit in
external devices (e.g., hybrid inverters). When combining BR4850 and LC48100 series batteries, the
maximum recommended system current is defined as 0.5C (total system capacity x 0.5).

** When adding an additional battery to the system, follow the above notes and perform a system test:
Apply the system’s maximum expected load, and using the BREEZE BMS application, verify that the current
in each battery does not exceed its rated limit. If a protection trip occurs, the system power output must
be reduced.

MINIMUM TEMPERATURE FOR CHARGING / DISCHARGING

e The minimum temperature allowing charging of ION BREEZE batteries is 0 °C.

e This value defines the lowest temperature at which the BMS permits battery charging.

e Charging a lithium battery cell below 0 °C may cause permanent damage.

e The minimum temperature allowing discharging of ION BREEZE batteries is -10 °C.

e This value defines the lowest temperature at which the BMS permits battery discharging.
e Discharging a lithium battery cell below -20 °C may cause permanent damage.

Operating the battery at temperatures below 5 °C results in reduced available working capacity.

Placing the battery in conditions outside the specified temperature range during operation will void the

warranty.

3.7

CHARGER SETTINGS

Recommended charging parameters for the following ION BREEZE battery models:

e For12.8V models: Absorption (bulk) charging voltage 14.60 V, absorption time 2 hours, and float voltage
14.40 V.

e For25.6 V models: Absorption (bulk) charging voltage 29.20V, absorption time 2 hours, and float voltage
28.80 V.

e For51.2 V models: Absorption (bulk) charging voltage 58.40 V, absorption time 2 hours, and float voltage
57.60 V.

e Recommended charging currents are provided in the section “Battery Charging and Recommended
Charger Settings,” in the “Technical Data” table, and in the datasheets of individual ION BREEZE
batteries.

10



3.8 START-UP PROCEDURE

After completing all connections, verify the system wiring, power up the system, and check the operation of the
batteries. Follow the checklist below:

Ensure that all batteries are turned off in the BREEZE BMS application.

Check the polarity of all battery cables.

Verify the cross-section of all battery wires.

Ensure that all battery cable terminals are properly crimped.

vk W

Check that all battery cable connections are properly seated in the connector - gently pull each cable

to confirm.

6. Check that all cable connections between the batteries and the CONNECT BOX are properly seated -
gently pull each cable to confirm.

7. Ensure that all CONNECT BOX cable connections are properly tightened - gently pull each cable (do not
exceed the maximum torque of 14 Nm).

8. Check the fuse specifications (if applicable).

9. Install the fuse(s) (if applicable).

10. Verify the main fuse parameters.

11. Install the main fuse.

12. Confirm that all battery charging sources are configured with the correct settings.

13. Connect to each battery using the BREEZE BMS application.

14. Follow the interactive instructions in the BREEZE BMS app to safely start up all batteries one by one.

15. Turn on all battery chargers and energy consumers.

16. Check the proper operation of the installed energy storage system.

3.9 STORAGE

Batteries stored disconnected from the installation for a period exceeding 6 months require:
e  Performing a charging cycle,
e  Balancing the cells.
Failure to perform these actions may result in:
e  Excessive battery discharge,
e  Cell degradation,
. Permanent battery damage.

For LC48100A03 series batteries, it is recommended to switch the battery off by pressing and holding the
button located on the top of the housing - this activates the storage mode. In storage mode, the battery output
is disabled, and wireless communication is turned off.

11



4. OPERATION

4.1 MONITORING AND CONTROL VIA THE BREEZE BMS APPLICATION

Monitoring and control of ION BREEZE batteries are performed using the BREEZE BMS application. For
LC48100A03 series batteries, the storage mode can be activated by pressing the button located on the top
of the battery housing.

After connecting to the battery via the BREEZE BMS application, the following parameters are displayed:

e Battery state of charge (SOC) expressed as a percentage.

e Battery voltage [V].

e Battery operating status (charging / fault / discharging).

e Alarms.

e  Minimum and maximum battery temperature.

e Voltage of individual cells.

e Session data including the minimum and maximum recorded operating parameters of the battery.

Please note:

e Warning, alarm, or error messages are displayed only when the device is actively connected to the
battery through BREEZE BMS.

e The application does not run in the background or when the screen is turned off.

e After the mobile device’s display turns off, it may be necessary to reconnect manually, even if the
battery data screen is still visible.

4.2 BATTERY CONTROL USING THE BUTTON

Starting from the LC48100A03 series, batteries are equipped with an illuminated control button. This
button allows the battery to be placed in sleep (storage) mode. The battery’s operating state changes after
holding the button for at least 1 second.

OPERATING STATES:

e  SLEEP MODE - button illumination off.
e PRE-CHARGING MODE - button illumination flashes rapidly (approximately 30 seconds during wake-

up).
e NORMAL OPERATION - button illumination flashes slowly

STATE TRANSITIONS:

e Normal operation - Storage mode: hold the button for 1 second — the LED turns off.
e Storage mode -> Normal operation: hold the button for 1 second — the LED flashes rapidly for 30
seconds (pre-charging), then changes to slow flashing (normal operation).

12



4.3 BATTERY CHARGING AND CHARGER SETTINGS

Recommended chargers for ION BREEZE batteries

Ensure that the charger supplies the appropriate current and voltage to the battery. It is recommended that
the charger includes a charging profile or algorithm designed for LiFePO, (Lithium Iron Phosphate) chemistry,
or a custom profile that can be adjusted to the correct parameters for lithium battery charging. Always verify
that the correct profile is selected. If in doubt, refer to the charger’s user manual.

Recommended charger settings
The key charging parameters are the constant voltage (absorption) level, the absorption time, and the float
(maintenance) voltage.

¢ Absorption (constant voltage) charging voltage: 14.6 V for a 12 V lithium battery (29.2V / 58.4 V for 24
V or 48 V systems).

e Absorption time: 2 hours. It is recommended to apply at least 8 hours of constant-voltage charging per
month to allow the BMS sufficient time to properly balance the cells. More details on cell balancing
requirements and operation are provided in the section “Cell Balancing.”

e Float (maintenance) voltage: 14.4 V for a 12 V lithium battery (28.8 V/57.6 V for 24 V or 48 V systems).

e Some charger profiles include a storage mode. This mode is not required for lithium batteries, but if
available, it should be set to the same voltage as the float voltage.

e Certain chargers allow adjustment of the constant-current charging voltage. In that case, the charging
voltage should be set to the same value as the absorption voltage.

Recommended charging current

Although the battery can be charged with a higher current (refer to “Technical Data” for the maximum
continuous charging current), a 0.5C charge rate is recommended. This allows a fully discharged battery to
be completely charged within approximately 2 hours. For example, a 100 Ah battery charged at 0.5C
corresponds to a charging current of 50 A.

Charging profile

Charging consists of two stages:

=  Constant current charging (CC): During this stage, the charger maintains a constant current, while the
cell voltage rises until it reaches 3.65 V.

=  Constant voltage charging (CV): Once the cell voltage reaches 3.65 V, the charger switches to constant
voltage mode. The charging current gradually decreases to nearly zero.

A cell is considered fully charged when its voltage reaches 3.65 V and the charging current drops below
0.01C. Most chargers detect this condition and automatically reduce the charging voltage to the float
voltage.

13
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4.4 DISCHARGE

Although the BMS provides protection, there are still several situations in which the battery may become
damaged due to over-discharge. The following warning must be strictly observed:

e Lithium batteries can be damaged by excessive discharge or overcharge.

e Battery shutdown by the BMS due to low cell voltage should always be considered a last resort, as it
occurs to prevent irreversible battery damage.

e |tis strongly recommended to avoid such situations entirely. If the system remains unattended for an
extended period, use the system switch or turn off the battery via the BREEZE BMS application and
disconnect the positive terminal.

e Before doing so, always verify that the battery is sufficiently charged, leaving an adequate charge
reserve.

e If the battery is shut down due to low cell voltage, immediate recharging is required.
Recommended Discharge Current

The recommended continuous discharge current is < 0.5C, even though the maximum allowable discharge
current is significantly higher (see “Technical Data”).

e At higher discharge rates, the battery generates more heat. Ensure adequate ventilation space
around the batteries. Depending on the installation, forced-air cooling or heat extraction may be
required.

e Additionally, some cells may reach the low-voltage cutoff earlier than others due to increased cell
temperature or aging effects.

Depth of Discharge (DoD)

The depth of discharge (DoD) has a significant impact on the lifetime of a lithium battery. The greater the
depth of discharge, the fewer charge/discharge cycles the battery can sustain. The “Technical Data” section
presents the expected number of charge cycles as a function of the depth of discharge.
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4.5 IMPORTANCE OF OPERATING CONDITIONS

Pay attention to the operating conditions during battery charging and discharging.

e Discharging is permitted only within the temperature range of =10 °C to +55 °C.

e Ifthe temperature falls outside this range, ensure that all energy-consuming devices are turned off and
that the batteries are properly prepared for storage.

e Charging is permitted only within the temperature range of 0 °C to +55 °C.

e When the lower temperature limit for charging is reached, verify that all chargers are turned off and
that the batteries are properly prepared for storage.

4.6 BATTERY MAINTENANCE

Once the battery is put into operation, it must be properly maintained to extend its service life.
Follow these basic recommendations:

e Always prevent complete battery discharge.

e Minimize the time the batteries remain in a deeply discharged state.

e At least once per month, charge the batteries for a minimum of 2 hours in constant voltage mode,
allowing sufficient time for the cell balancing process. Detailed information on this process can be
found in the section “Cell Balancing.”

e |f the system is to remain unattended for an extended period, ensure that the batteries are either
charging or nearly fully charged, and then disconnect the DC installation from the batteries.

4.7 BATTERY CONDITION DIAGNOSIS

Basic battery diagnostics are based on a visual inspection combined with the analysis of data transmitted by the
battery to the BREEZE BMS application.

A visual inspection is considered positive when:

e There are no signs of burning or scorching on the battery.

e Thereis no smoke.

e There are no visible deformations of external connectors.

e There are no loose components, such as wires or mechanical parts.
e There is no mechanical damage to the battery.

The data analysis from the battery via the BREEZE BMS application is considered positive when:

e The battery can be successfully connected to the application.

e The battery transmits readable data (values other than “0” are displayed).

e There are no active alarms (the alarm indicators show “0”).

e The measured temperatures are within the operating range and consistent with the actual ambient
conditions.

e The cell voltages are within the range of 2.5V to 3.7 V.

If the voltage difference between cells exceeds 0.05 V, the battery should be charged and allowed to balance the
cell charge levels automatically.
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5. TROUBLESHOOTING AND SUPPORT

When addressing malfunctions, the first step should always be to follow the procedures described in this section,
which covers the most common battery issues.

If you experience problems with the BREEZE BMS application or ION BREEZE batteries, first refer to this user
manual, particularly the troubleshooting section. If the issue persists, contact your authorized distributor or
dealer, who will provide technical assistance, or complete the support request form available under the “Report
an Issue” button in the BREEZE BMS application.

If the place of purchase is unknown, please contact Breeze Energies Technical Support at: serwis@breeze-
energies.com or submit a request via the service portal: https://systemrma.pl/reklamacje/obsluga/breeze/.

5.1 BATTERY FAULTS

5.1.1 HOW TO IDENTIFY CELL IMBALANCE

e Reduced battery capacity.
If the BMS disconnects the loads much earlier than before, even though the overall battery voltage
still appears normal, this indicates that the battery cells are unbalanced.
¢ Noticeable difference between cell voltages during constant-voltage charging.
When the charger operates in the absorption (constant-voltage) phase, all cell voltages should be
equal, typically between 3.55 V and 3.65 V. If this condition is not met, the battery is unbalanced.
e Gradual voltage drop in one cell while the battery is not in use.
This situation may appear as imbalance, but it usually indicates a faulty cell. A common case is
when all cell voltages are initially equal, but after about one day of inactivity, one cell’s voltage
drops by more than 0.2 V compared to the others. This cannot be corrected by rebalancing - the
cell is considered defective.

5.1.2 CAUSES OF CELL IMBALANCE OR CELL VOLTAGE VARIATION

¢ The battery has not been charged long enough in the constant-voltage (absorption) phase.

This may occur, for example, in installations that do not provide sufficient solar energy to fully
charge the battery, or in systems where the generator does not operate long enough or frequently
enough. During normal operation of a lithium battery, small voltage differences between cells are
common. These differences result from slight variations in internal resistance and self-discharge
rate of each cell. The constant-voltage charging phase eliminates these small differences. We
recommend maintaining a minimum absorption time of 2 hours per month, which allows the
battery’s BMS to properly balance the cells.

¢ The battery never reaches the float (or storage) charging stage.
The float (or storage) stage follows the constant-voltage (absorption) stage. At this point, the
charging voltage drops to 14.4V / 28.8 V / 57.6 V, and the battery is considered fully charged. If
the charger never transitions to this stage, it may indicate that the constant-voltage phase was not
completed (see the previous point). The charger should reach this stage at least once per month.
This process is also necessary for the calibration of the State of Charge (SoC).

¢ The battery has been discharged too deeply.
During a very deep discharge, the voltage of one or more cells may drop significantly below the
threshold value. The battery may sometimes be recovered through rebalancing, but there is a
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strong likelihood that one or more cells are permanently damaged, making rebalancing ineffective.
Such a cell must be considered defective.
This type of damage is not covered by the warranty.

e The battery is aged and approaching the end of its service life.
As the battery nears the end of its lifespan, one or more cells begin to deteriorate, showing lower
voltage levels compared to the remaining cells. Although this may appear as an imbalance, it is not
- it indicates cell degradation. This issue cannot be corrected by rebalancing, and such a cell must
be considered defective.
This type of damage is not covered by the warranty.

e The battery has a damaged cell.
A cell may become damaged due to very deep discharge, end-of-life degradation, a manufacturing
defect, or mechanical damage. A defective cell is not simply unbalanced (even though it may
appear so). This issue cannot be corrected by rebalancing, and the affected cell must be considered
faulty.
The warranty does not cover damage resulting from very deep discharge, loss of capacity due to

end-of-life wear, or consequences of mechanical damage.

5.1.3 HOW TO RESTORE BALANCE IN AN UNBALANCED BATTERY

e  Charge the battery using a charger configured for LiFePO, batteries.

e  Keep in mind that cell balancing occurs only during the constant-voltage charging stage. It may be
necessary to manually restart the charger each time it switches to the float (maintenance) mode

e Rebalancing can take a long time (sometimes several days) and may require multiple manual
restarts of the charger.

e During the balancing process, it may appear that nothing is happening. Cell voltages may remain
unchanged for extended periods, and the BMS may repeatedly switch charging on and off - this is
normal behavior.

e Balancing is almost complete when the charging current drops below 1.5 A and the cell voltages
approach 3.55 V.

e The balancing process is complete when the charging current decreases further and the voltages
of all cells reach at least 3.65 V.

e This process should be monitored using the BREEZE BMS application. The voltages of fully charged
cells will slowly rise until reaching 3.65 V, at which point the BMS will stop charging, causing the
voltages to drop again. This cycle will repeat until the cells are fully balanced.

5.1.4 LOWER THAN EXPECTED BATTERY CAPACITY

A reduction in battery capacity below the rated value may be caused by the following factors:

¢ The battery is unbalanced. See the section “How to Restore Balance in an Unbalanced Battery.”

* The battery is aged and approaching the end of its service life. Check how long the system has been in
operation, how many charge/discharge cycles the battery has completed, and what the average depth
of discharge (DoD) has been. This information can be obtained by reviewing the battery data log (if
available).

* The battery has been discharged too deeply, resulting in permanent damage to one or more cells.
These damaged cells will show a rapid voltage drop compared to the others, causing the BMS to shut
down the battery prematurely.
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5.1.5 VERY LOW BATTERY TERMINAL VOLTAGE

If the battery has been discharged too deeply, its voltage may drop significantly below 12V / 24V /48 V. If
the battery voltage falls below 10V / 20V / 40V, or if the voltage of any individual cell drops below 2.5V,
the battery will suffer permanent damage.

This condition constitutes grounds for warranty exclusion.

The lower the voltage of the battery or its cells, the more severe the damage will be. In the event of a
significant voltage drop, the battery will enter cell protection emergency mode, shutting down its
protection electronics and disabling communication via the application. The battery communication
module will remain off. In such a situation, an attempt to recharge the battery can only be performed at
the manufacturer’s service facility.

It may be possible to attempt battery recovery under controlled laboratory conditions at the manufacturer’s
service center. However, this process is not guaranteed - recovery may fail, and there is a significant risk of
permanent cell damage, leading to moderate or severe capacity loss.

5.1.6 END OF BATTERY SERVICE LIFE OR IMPROPER USE

e As the battery ages, its capacity will gradually decrease, eventually leading to failure of one or more
cells. The age of the battery is directly related to the number of charge/discharge cycles it has
undergone.

e Asaresult of improper use, for example, deep over-discharge the battery may exhibit reduced capacity
or damaged cells.

e To determine whether the battery’s service life is nearing its end, check how many charge/discharge
cycles it has completed. Battery life is directly related to the number of cycles.

e Further details regarding the battery life cycle can be found in the section “Technical Data.”

How to determine if the battery was improperly used:
e Has the battery or its terminals been mechanically damaged?
Mechanical damage constitutes grounds for warranty exclusion.

Does the battery show signs of liquid exposure or moisture?
The battery is not waterproof and not suitable for outdoor use.
Water damage or use outside enclosed environments constitutes grounds for warranty exclusion.

e Arethere any signs that the battery has been completely discharged?
Complete or very deep discharge constitutes grounds for warranty exclusion.

Is there any indication that the battery was charged from a source with excessive voltage or current?
Check the charger settings.
Charging with voltage or current exceeding the specified limits constitutes grounds for warranty

exclusion.

e How much time has passed since the last full charge? The battery must be fully charged at least once
per month.
Improper use and the lack of periodic cell balancing constitute grounds for warranty exclusion.
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5.2 FAULTS, ALARMS, AND ERRORS

5.2.1 LOW CELL VOLTAGE ALARM

The voltage of one or more cells has dropped below the configured discharge threshold, and discharging
has been suspended.

e Action: Recharge the battery as soon as possible.

5.2.2 HIGH CELL VOLTAGE ALARM

The voltage of one or more cells has exceeded the configured charging threshold, and charging has been
suspended.

e Action: Stop charging and wait for the battery’s BMS to balance the cells and automatically restart the
battery.

5.2.3 LOW BATTERY VOLTAGE ALARM

The total battery voltage has dropped below the configured discharge threshold, and discharging has
been suspended.

e Action: Recharge the battery as soon as possible.

5.2.4 HIGH BATTERY VOLTAGE ALARM

The total battery voltage has exceeded the configured charging threshold, and charging has been
suspended.

e Action: Stop charging and wait for the BMS to balance the cells and automatically restart the battery.
5.2.5 LOW TEMPERATURE ALARM
The battery has reached the low-temperature threshold, and charging/discharging has been suspended.

e Action: When the temperature rises above the set threshold, charging/discharging will resume
automatically.

5.2.6 HIGH TEMPERATURE ALARM
The battery has reached the high-temperature threshold, and charging/discharging has been suspended.

e Ensure proper ventilation and sufficient airflow space around the battery.
e Reduce charging current and/or load.

5.2.7 OVERCURRENT ALARM (CHARGING/DISCHARGING)

The battery has reached the maximum current threshold, and charging/discharging has been suspended.

e Reduce the charging current and/or load.
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5.2.8 SHORT CIRCUIT ALARM

The battery’s BMS system has detected a short circuit at the terminal and has shut down the battery.

e Once the fault is resolved, the battery will automatically resume operation.

e Disconnect the cables from the battery terminal.

e Use the BREEZE BMS application to check whether the alarm has been cleared. Verify both the voltage
reading in the app and the voltage at the battery terminal.

e Before reconnecting the battery to the system, identify and eliminate the cause of the short circuit.

5.2.9 HARDWARE FAILURE

No voltage is present at the battery terminal despite a voltage reading being displayed in the ION
BREEZE application.

e Check the battery status (ON/OFF).
e Check the battery alarm messages in the application.

No response from the battery to commands issued via the BREEZE BMS application.

e Verify using the battery serial number that the correct battery has been selected in the
application.

The battery does not operate, does not respond to app commands, cannot be connected via the app, or
shows other faults.

e  Contact your battery supplier to submit a warranty claim or reach out directly to the battery
manufacturer.

e Written claims can be sent to: Poland, 05-092 tomianki ul. Kolejowa 44.

e Claims can also be submitted via email: serwis@breeze-energies.com

e If you experience issues with the BREEZE BMS application, use the contact form available in the
app

Do not send the battery to the manufacturer without prior confirmation from the service
department.

Shipments sent without authorization will not be accepted or processed by service staff, and the
sender will be charged for return shipping or storage costs.

5.3 LOST BATTERY PIN CODE
The PIN code is required to connect to the battery via the BREEZE BMS application. It can be found:

e On the battery warranty card.
e On the battery label, next to the serial number, below the battery model designation.

If the PIN code is lost, please contact the manufacturer’s service department for assistance.

20



6. TECHNICAL DATA

The basic parameters of each battery model are presented in the tables below.

Detailed specifications can be found in the product datasheets, available on the corresponding product pages.

Model Name BR4830 BR4850 LC48100
Spring terminal Spring terminal
Terminal Type <16mm? <16mm? Anderson SE50A
Weight 13,4 kg 20 kg 40 kg
Mounting Orientation Vertical / Horizontal | Vertical / Horizontal Vertical
Dimensions (D x W x H) 219x 170 x 321,2 219 x 256 x 321,2 179 x 483 x 435
Capacity 30 Ah 50 Ah 100 Ah
Nominal Voltage 51,2V 51,2V 51,2V
Cut-off Voltage 44 v 44 v a4V
Energy Capacity 1536 Wh 2560 Wh 5120 Wh
Maximum Power 2048 W 2560 W 2560 W
Standard Charging Current 10A 20A 20A
Maximum Charging Current 30A 50A 50 A
Standard Discharging Current 15A 25A 25 A
Maximum Discharging Current 40 A 50 A 50 A
Internal Resistance <52 mOhm <36 mOhm <18 mOhm
Cycle Life (80% DoD) > 6000 > 6000 > 6000
Charging Temperature Range 0°C +55°C 0°C +55°C 0°C +55°C
Discharging Temperature Range -10°C +55°C -10°C +55°C -10°C +55°C
Storage Temperature Range -40°C +60°C -40°C +60°C -40°C +60°C
Charging Voltage (Bulk) 58,4V 58,4V 58,4V
Float Voltage (Maintenance) 57,6 V 57,6 V 57,6 V
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7. APPENDICES

7.1 INITIAL CHARGING PROCEDURE

To maximize service life, batteries are stored and transported at a state of charge (SoC) of approximately 50—
60%. During extended storage, the SoC may gradually decrease due to the BMS system’s self-consumption and
the energy required to maintain communication readiness.

Before connecting the battery to the energy storage system, it is necessary to fully charge it first using a charger
configured for LFP batteries, with parameters compliant with ION BREEZE specifications. Charging all batteries
to an equal SoC prior to connecting them in parallel reduces the risk of equalization currents, which in extreme
cases may cause the battery to shut down. While the cells are protected against BMS failure due to equalization
currents, such an event is considered grounds for warranty exclusion.

7.2 CELL BALANCING
Why is cell balancing necessary?

Even though the cells are carefully selected during production, they are not 100% identical. Therefore, during
the charge and discharge cycle, some cells will reach full charge or discharge earlier than others. If the cells are
not regularly balanced, these differences will gradually increase over time. Once a lithium cell is fully charged,
the current flow through it becomes almost zero. Cells that have not yet reached full charge will not continue
charging unless they receive assistance from the cell-balancing electronics.

How does cell balancing work?

The battery is equipped with a built-in passive balancing circuit, which ensures all cells remain balanced. This
process continues until the voltage difference between cells is less than 0.015 V.

When does cell balancing occur?

Balancing starts when cell voltages exceed 3.4 V. It takes place only during charging or in idle state, provided the
voltage conditions are met. The process continues until all cells reach 3.65 V and the charging current drops
below 1 A. Balancing is considered complete when the charging current decreases even further.

How to ensure the battery remains balanced?

For lithium batteries, it is recommended to maintain a constant-voltage charging phase for at least 2 hours,
ensuring sufficient time for proper balancing. Regular full charging of the battery is essential.

However, imbalance may occur more quickly in systems with high usage intensity, such as:

eSystems that are charged/discharged daily or several times per week.
eInstallations with high discharge currents.
¢ Systems with short charging periods or low charging voltages.

Cell balancing cannot be accelerated

Keep in mind that increasing the charging voltage will not speed up the balancing process. The passive
balancing current depends on the cell voltage and typically ranges between 100-150 mA.
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8.CONTACT INFORMATION

COMPANY DETAILS:
Breeze Energies Sp. z 0.0.
Ul. Wielkanocna 6/39
19-300 Etk, Poland

NIP: 8481873644

SALES DEPARTMENT:
Tel: (+48) 791-322-572
ADMINISTRATION DEPARTMENT:
Tel: (+48) 726-322-572

Mail: office@breeze-energies.com

CORRESPONDENCE ADDRESS:
Breeze Energies Sp. z 0.0.

Ul. Kolejowa 44

05-092 tomianki

Poland

SERVICE DEPARTMENT:
Mail: serwis@breeze-energies.com

https://systemrma.pl/reklamacje/obsluga/breeze/
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